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	Model 
	KJ-CC248
	KJ-CC254-L
	KJ-CC242-L/KJ-CC248-L
	KJ-CC254

	Image Sensor 
	1/3"SONYCCD 
	1/3"SONYCCD 
	1/3"SONYCCD 
	1/3 Double scan CCD 

	Effective Pixels 
	PAL ： 752 （ H ）× 582 （ V ）
	PAL ： 500 （ H ）× 582 （ V ） 
	PAL ： 752 （ H ）× 582 （ V ） 

	Sensing Area 
	4.9 × 3.7(mm) 

	Signal System 
	PAL(625TVL/50HZ/25FPS)

	Horizontal Resolution 
	480TV Lines 
	540TV Lines 
	420TV Lines /480 TV Lines
	540TV Lines 

	Len Mount 
	C/CS Mount 

	White Balance 
	AWB 

	Backlight Compensation 
	5 areas selection
	5areas light detection

	Electronic Shutter 
	1/50-1/100,000 sec 
	1/50-1/120,000 sec 

	Auto lris Lens 
	VIDEO/DC switchable 

	S/N Ratio 
	More than 50db

	Minimum Illumination 
	1.0Lux/F1.2 
	0.01Lux/F1.2 
	0.1Lux/F1.2 

	Video Output 
	1.0VP-p,75 Ω 

	Power Requirement 
	DC12V

	Power Consumption 
	Less than 1.5W 
	Less than 2.0W 

	Video Out 
	BNC 


