   
	Model 
	KJ-CD342
	KJ-CD348 
	KJ-CD354 

	Sensor 
	1/3"SONY Super HAD  CCD

	Resolution 
	P：500(H) × 582(V) N：510(H) × 492(V) 
	P：752(H) × 582(V)；N：768(H) × 494(V) 

	Lens
	C/CS mount

	Video output
	420TV Lines 
	480TV Lines 
	540TV Lines 

	Noise
	≥ 48db

	Minimum

illumination 
	0.1Lux/F1.2 

	Auto Lens 
	DC/VIDEO

	Lens optical 
	Yes

	Shuter
	1/50（1/60）~ 1/100,000秒

	Video

compression
	H.264

	Bit rate
	32 K～2M，User define（Max to 8Mbps）

	Audio

compression
	OggVorbis

	Flame rate
	25FPS (704x576)，30FPS(704x480)

	Motion detection
	Yes

	Dual Streaming
	Yes

	SD card recording 
	Yes

	Authority 
	Yes for User name and password

	Protocols
	TCP/IP,HTTP,DHCP,DNS,RTP/RTCP,PPPoE（FTP,SMTP,NTP,SNMP）

	Connector
	RJ45 10M/100M * 1，RS－485 * 1

	Audio in
	3.5mm  audio port  * 1

	Audio out
	3.5mm  audio port  * 1


