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	Model
	KJ-260CT 
	KJ-260ET 
	KJ-260CS 
	KJ-260ES 

	Interface 
	RJ45 * 1 , 10Mbps  

	Protocol 
	TCP/IP 

	LCD monitor 
	Simply Chinese/ traditional Chinese  
	English 
	Simply Chinese/ traditional Chinese
	English

	Monitor control 
	1-99 

	Camera control
	1-1024 

	Joystick 
	2 axis（left / right / up / down） 
	3 axis（ left / right / up / down / Zoom） 

	Lens control 
	Iris：on / off 
Focus：near  / far
Zoom ：in / out 

	AUX
	heater：on / off、blush ：on  / off、AUX1 ：on / off、AUX 2 ：on / off 

	PTZ control 
	left / right / up / down、patrol setting 、auto patrol setting、preset point setting

	Preset setting
	Preset point setting , home position setting

	Alert setting 
	Alert on guard / off guard、Status check、alert recording 

	DVR control
	Control number： 99 ；protocol ：user define 

	PTZ protocol 
	PELCO-P,PELCO-D 

	Operating conditions 
	-10 ℃ ~ +50 ℃，Humidity：≤ 90%( non-condensing ) 

	Size
	380mm (W) × 48mm (H) × 60mm (D)


