 
	Model 
	KJ-CD448I
KJ-CD448O
	KJ-CD454I
KJ-CD454O 

	Sensor
	1/4" Sony Super HAD CCD
	1/4" Inerline Transfer CCD

	Effectice Pixels
	PAL:752(H)×582(V)；NTSC:768(H) ×494(V)

	Signal system
	PAL/NTSC 

	Horizontal Resolution
	480TVLines 
	540TVLines（Color）
570TVLines（BW）

	Digital Zoom
	—
	16

	Preset position 
	256

	Shutter
	N: 1/60~1/10,000s
P：1/50~1/10,000s
	N: 1/4~1/10,000s
P：1/3~1/10,000s

	White balance
	Auto/manual/Auto Trace/indoor/outdoor

	Picture Effect 
	Neg 、 Mirrer 、 B/W 

	Day & Night 
	Electric BW
	IR cutter

	Fucus
	Auto/half-auto/manual

	Back light control
	ON / OFF

	Gain
	Auto / Manual

	S/N ratio
	≥50dB

	Minimum Illumination
	0.1Lux/F1.6 
	0.8Lux/F1.4（Color）
0.04Lux/F1.4（BW）

	Video compression
	H.264

	Audio compression
	OggVorbis /16kbps

	Audio selection
	OFF / Audio in / Audio out

	Protocol
	TCP/IP,HTTP,DHCP,DNS,RTP/RTCP,PPPoE（FTP,SMTP,NTP,SNMP可添加）


